FEATURES:
- Solid Copper Spun Top with Brass Housing and Arms for Glass Protection
- Solid Copper Stem
- Solid Brass Arms for Lens Protection
- Porcelain Socket with 4 ft. Lead 18/2 Power Lead

FINISHES:
- Raw Brass/Natural Copper
- Antique
- Dark Antique
- Black
- Verde
- Rust

LAMPS:
- 12 Volt, 10 or 20 watt Bi-Pin
- LED Bi-Pin's
- 20 Watt Maximum

LENS:
- 37mm x 3.58mm x 2in FROSTED TEMPERED GLASS (STANDARD)
- 37mm x 3.58mm x 2in CLEAR TEMPERED GLASS

MOUNTING:
- Black ABS Ground Stake 8 ¾” Long with
  Female 1/2” NPT (STANDARD)
- Brass Threaded (Female ¼” NPT) or Non-Threaded Ground Stake 9 1/2 “ Long
- Brass Threaded (Female ½” NPT) or Non-Threaded Flush Mount (Deep or Shallow Housing)
- Copper Stem Risers- 1” Diameter (Female ¼” NPT) or
  ¾” Diameter (Female ½” NPT)
  - Available in custom heights

ACCESSORIES:
- 25ft. & 50 ft. 16/2 Leads Available

SHOWN IN ANTIQUE COPPER